
ATTACHMENT 1

Summary of Releases to Stormwater System

8/1/2007 Styrene Tank Farm 3 gallons Liquid leak to permeable soil 
near pump pad

Pinhole leak in flex line that was 
connected to the pilot plant M-1 
pump. Flex line was being used 

because of tank farm dike project.

All valves for flex line were closed 
immediately. Soil dug up and 
disposed of. Hose had been 

hydrotested in May of 07. Replaced 
leaking hose.

8/2/2007 Styrene Tank Farm 1/2 gal Liquid leak to permeable soil 
near pump pad High pressure in M-1 line

PRV for B4 M-1 line was valved out 
for repiping work related to tank farm 
dike project. Ambient temperatures 

caused styrene in line to expand and 
create high pressure in the line. This 
resulted in styrene leaking from the 
flange on the outlet side of B4 M-1 

pump A. Soil was dug up and 
disposed of. 

2/4/2008 93% Sulfuric Acid Cooling Towers 81 lbs Liquid leak to permeable soil 
near PEP Filter house Small hole in 3/8-inch PVC line.

Line was repaired. Soil was dug up 
and disposed of. Verified neutral pH 

in remaining soil.

4/21/2008 Inlet to Floc Tank splitter box in 
waste treatment

Utilities/Waste Treatment near 
clarifier tanks 200 gal. Liquid leak of waste water Waste treatment Output GPM was 

set too high for splitter box to handle

Splitter box was replaced on 4/23/08. 
Stop gate was closed before mat'l 

got into storm sewer. Eagle Services 
vacuumed out retention area on 

4/22/08.

5/14/2008 93% Sulfuric Acid PEP Filter house and 
surrounding soil 2 gal.

Liquid Leak to concrete floor 
of PEP filter house and 

surrounding gravel.

Leak in inlet side of acid pump. 
Equipment Failure

Spill was neutralized and cleaned 
with absorbent pads. Gravel was dug 

up and disposed of, and insulation 
from the building removed and 

disposed of.
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